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PRODUCTION RANGE AND SPECIFICATION :

: A. ELBOW, TEE, COUPLING, HALF COUPLING, CAP, PLUG, BUSHING,
UNION, OUTLET, SWAGE NIPPLE, BULL PLUG, REDUCER INSERT
AND HEX. NIPPLE, STREET ELBOWS, BOSS,...ETC.

B. SOCKET-WELD, THREADED (NPT, PT, and BSP (1SO7-1, ISO228-1)),
BUTT-WELDING.

- NPS 1/8" ~ 4",
DN 6~100

: PRESSURE : THREADED END - 2000 / 3000 / 6000 LBS.
SOCKET-WELD END - 3000 / 6000 / 9000 LBS.
BUTT WELD END - SCH40 / SCH80 / SCH160 / XXS.

: A. DIM. SPEC. : ASME B16.11-2011(REVISION of ASME B16.11-2009)
MSS SP - 79, 83, 95, 97 and BS3799.
B. MATERIAL SPEC : ASTM A105, A350 LF2, A106, A312, A234, A403.
ASTM A182 ( F304, F304L, F316, F316L, F304H, F316H, F317L, F321,
F5, F9, F11, F22, F44, F51/60, F53, F91 ).

C. SIZE of RAW MATERIAL : DIA. 19 ~120mm ROUND BAR.

: A. CARBON and ALLOY STEEL : MARKED BY STAMPING or LASER MARKING.
B. STAINLESS STEEL : MARKED BY JET PRINTING or STAMPING or LASER MARKING.
C. 3/8"UNDER : BRAND ONLY.
D. 1/2"to 4" : MARKED WITH BRAND, MATERIAL, HEAT CODE, B16 (FORASME B16.11
PRODUCT), RATING and SIZE.

: CARBON STEEL - GALVANIZED, PHOSPHATE, or ANTI-RUST OIL COATING.
LOWALLOY STEEL - PHOSPHATE, or ANTI-RUST OIL COATING.
STAINLESS STEEL - PICKLED.

: CARTON / WOODEN CASE.
PLYWOODEN CASE




PRODUCTION PROCESS CHART
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THE EQUIPMENT

A
HIGH SPEED PNEUMATIC PRESS EQUIPPED WITH INDUCTION HEATER

v
FURNACE FOR HEAT TREATMENT
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IS017025 I[ABORAITORY

TESTING [ABORATORY

<4 ROCKWELL HARDNESS TESTING
ASTM E18
JIS 72245
(40 to 100)HRBW
(20 to 65)HRC

<« BRINELL HARDNESS TESTING
ASTM E10
NS 72243
(100 to 440) HBW 10/3000

4 TENSILE TESTING
ASTM ES/ESM
JIS 72241
(1000 to 30000) KGF

<4 HYDROSTATIC TESTING
ASME B31.1
ASME B31.3
BS 3799
JIS B2316
Max to 30000 psi

<4 INTERGRANULAR CORROSION
TESTING

ASTM A262 Practice E
JIS GO575
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INSPECTION APPARATUS

A A
OPTICAL EMISSION SPECTROMETER POSITIVE MATERIAL
IDENTIFICATION(PMI)

A
PRECISION PROJECTOR

A A
MAGNETIC PARTICLE LIQUID PENETRATE
TESTING (MT)EQPT , TESTING (PT) EQPT.

CUTTING MOUNTING PRESS GRINDING & POLISHING  METALLOGRAPHIC MICROSCOPE




FORGED HIGH PRESSURE PIPE FITTINGS
SOCKET WELD 3000-6000-9000 Lbs
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FORGED HIGH PRESSURE PIPE FITTINGS
THREADED 2000-3000-6000 Lbs

ELBOW COUPLING
90°
ELBOW HALF
45° COUPLING
REDUCING
COUPLING
TEE
CAP
CROSS
45° BRANCH
OUTLET
STREET
HEX
ELBOW e
BUSHING
HEX
UNION HEAD

PLUG

SQUARE
HEAD
PLUG

ROUND
HEAD
PLUG

BULL
PLUG

BOSS

OUTLET

HEX
NIPPLE

SWAGE
NIPPLE
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FORGED HIGH PRESSURE PIPE FITTINGS
BUTT WELD SCH40-SCH30-SCH 160-XX$

WELDING SWAGE
OUTLET NIPPLE

45°BRANCH
OUTLET

FORGED HIGH PRESSURE PIPE FITTINGS
SPECIAL PRODUCTS

45° LATERAL
TEE

NIPPLOLET
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90° ELBOW

ASME B16.11-2011(Revision of ASME B16.11-2009)
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Dimensions are in millimeters Dimensions are in millimeters.
Socket Welding Threaded
Nom. o) Nom. |Length of Thread.
DN | Pipe | B@ p? | A® | G J DN | Pipe (Min) A G H
Size (Avg) | (Min) (Min) | (Min) Size B | (oM (Min)

3000Lb 2000Lb

6 1/8 6.4 6.7 21 3.18 22
6| 1/8 | 108 | 318|318 | 6.9 | 11.0 | 241 | 9.5 5 7 X 53 o 378 5
8| 174 | 142|378 |330| 93 | 11.0| 3.02| 9.5 10 3/8 9.1 10.4 25 3.18 25
10| 3/8 | 176 | 401 | 350 | 126 | 13.5| 3.20 | 9.5 15 1/2 109 | 136 28 3.18 33

20 3/4 12.7 | 13.9 33 3.18 38
15| 1/2 | 21.8 | 467 | 409 | 158 | 155 | 3.73 | 9.5 25 7 27 | 173 38 368 26
20| 34 | 27.2 | 490 | 427 | 21.0| 19.0 | 3.91 | 125 32 | 1-174 | 170 | 180 44 3.89 56

40 | 1-1/2 | 178 | 184 51 4.01 62
25| 1 | 339569498267 |225]|455]| 125 = > 50 T 705 0 127 o
32| 1-1/4| 42.7 | 6.07 | 5.28 | 35.1 | 27.0 | 4.85 | 12.5 65 2-1/2 23.6 28.9 76 5.61 92
40| 1-1/2| 488 | 6.35 | 554 | 40.9 | 32.0 | 5.08 | 12.5 80 3 259 | 305 86 5.99 109
50| 2 | 61.2]693|604]|525| 380 554|160 353ng 4 sl | adr 106 0.99 146
65|2-1/2| 73.9 | 876 | 767 | 62.7 | 41.0 | 7.01 | 16.0 6 1/8 6.4 6.7 21 3.18 22

8 1/4 8.1 10.2 25 3.30 25
80| 3 | 898| 952|830 | 780|570\ 762|160

10 3/8 9.1 10.4 28 3.51 33
100 4 |115.2|10.69| 9.35 |102.3| 66.5 | 8.56 | 19.0 15 1/2 10.9 13.6 33 4.09 38
6000Lb 20 3/4 12.7 | 13.9 38 4.32 46
6| 1/8 [ 108] 396|343 40 | 11.0[ 315 9.5 gg 1;/4 ;‘7’-; ;;-g 2‘1’ ;-gg gg
8| 14 | 142 | 460 | 401 | 64 | 135 | 3.68 | 9.5 20 T 792 178 | 164 60 556 75
10| 3/8 | 17.6 | 65.03 | 437 | 9.2 | 155 | 401 | 9.5 50 2 19.0 19.2 64 7,14 84
15| 12 | 218|597 | 518 | 11.8 | 19.0 | 478 | 9.5 65 | 2-1/2 | 236 | 289 83 7.65 102
20| 34 [ 272 696 | 6.04| 156 | 225 | 556 | 12.5 80 3 259 | 305 95 8.84 121
25| 1 | 339792693207 270] 635 125 b‘;gng B 27.7 | 330 | 7714 | 11,78 | 752
32 (1-1/4| 42.7 | 792 | 6.93 | 29.5 | 320 | 6.35 | 12.5 6 7/8 6.4 6.7 25 6.35 25
40 | 1-1/2| 488 | 892 | 780 | 34.0 | 38.0 | 7.14 | 12.5 8 1/4 8.1 10.2 28 6.60 33
50| 2 | 61.2(1092| 950 | 42.9 | 41.0 | 8.74 | 16.0 10 3/8 9.1 10.4 33 6.98 38
9000LD 15 1/2 10.9 13.6 38 8.15 46

20 3/4 127 | 13.9 44 8.53 56
15| 172 | 218 935|818 | 64 | 255 | 7.47| 9.5 25 7 47 | 173 57 9.93 62
20| 34 | 272 978|856 | 11.1 | 285 | 7.82 | 125 32 | 1-14 | 17.0 18.0 60 10.59 75
25| 1 | 339|11.389.96 | 152 | 32.0 | 9.09 | 125 40 | 1-1/2 | 17.8 18.4 64 11.07 84
32 | 1-1/4| 42.7 | 12.14] 10.62| 228 | 35.0 | 9.70 | 125 gg 25/2 ;g-g ;z-; gg ;g-gg ;gf
40 | 1-1/2| 48.8 | 12.70| 11.12| 28.0 | 38.0 | 10.15| 12.5 30 3 559 | 305 06 | 7664 | 746
50| 2 61.2 | 13.84|12.12| 38.2 | 54.0 | 11.07| 16.0 100 4 27.7 33.0 114 18.67 152

(1)

2

Average of socket Wall Thickness around periphery shall be no
less than listed values.

localized areas.

Tolerance see page 20.

The minimum values are permitted in

) Dimension B is minimum length of perfect thread. The length of

useful thread (B plus threads with fully formed roots and flat
crests) shall not be less than L2 (effective length of external
thread) required by American National Standard for pipe
threads (ANSI/ASME B1.20.1) .
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45° ELBOW

ASME B16.11-2011(Revision of ASME B16.11-2009)
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Dimensions are in millimeters Dimensions are in millimeters.
Socket Welding Threaded
Nom. ) Nom. |Length of Thread.
DN | Pipe | B? © p? | A@ G J DN | Pipe (Min) c @ H
Size (Avg) | (Min) (Min) | (Min) Size | g | [o® (Min)
et ZOZOLb 1/8 6.4 6.7 17 3.18 22
6 1/8 | 10.8 | 3.18 | 3.18 | 6.9 80 | 241 | 95 8 1/4 81 10.2 17 318 22
8| 1/4 | 142 378|330| 93 | 80 | 3.02]| 95 70 | 38 9.1 104 19 318 25
10| 3/8 | 176 | 4.01 | 3.50 | 126 | 80 | 3.20 | 9.5 15 1/2 10.9 13.6 22 3.18 33

15| 1/2 | 21.8 | 4.67 | 4.09 | 158 | 11.0 | 3.73 | 9.5

20 3/4 12.7 13.9 25 3.18 38
25 14.7 17.3 28 3.68 46

20| 3/4 | 27.2 | 490 | 4.27 | 21.0 | 13.0 | 3.91 | 12.5 32

17.0 18.0 33 3.89 56

32|1-1/4| 42.7 | 6.07 | 5.28 | 35.1 | 17.5 | 4.85 | 12.5 50

19.0 19.2 43 4.27 75

40| 1-1/2| 48.8 | 6.35 | 6.54 | 40.9 | 20.5 | 5.08 | 12.5 80

23.6 28.9 52 5.61 92
25.9 30.5 64 5.99 109

65

50| 2 | 61.2| 6.93 | 6.04 | 525 | 25.5 | 65.54 | 16.0 100

1
1-1/4
25 1 339 | 569 | 498 | 26.7 | 140 | 455 | 125 40 1-1/2 17.8 18.4 35 4.01 62
2
2-1/2
3
4

27.7 33.0 79 6.55 146

65|2-1/2| 73.9 | 876 | 7.67 | 62.7 | 28.5 | 7.01 | 16.0 | 3000Lb

80| 3 | 808 052|830]780]320]762] 160 g Zﬁ g:‘; 1662 ;; g:;g gg
100 4 |1152]1069| 9.35 | 1023 41.0 | 856 | 190 | 90 T 38 197 [ 702 | 22 | 357 | 33
6000Lb 15 | _1/2 | 109 | 136 | 25 | 409 | 38
6| 178 | 108|396 343| 40 | 80 | 315 95 gg 3;4 ;i; ;?g gg j:gg Z_g
8 | 1/4 | 142 | 460|401 | 64 | 80 | 368 | 95 | ["35 | 7-1/4 | 17.0 | 180 | 35 | 528 | 62
10| 358 | 176 | 503 | 437 | 92 | 1.0 | 401 | 95 40 | 112 | 17.8 | 184 | 43 | 556 | 75
15| 1/2 | 21.8| 597 | 518 | 11.8 | 125 | 478 | 9.5 50 2 19.0 | 19.2 44 7.14 84
20| 3/4 | 27.2 | 6.96 | 6.04 | 15.6 | 14.0 | 556 | 125 gg 2';/ 2 5213 ggjg 2421 57;: gﬁ ;‘275
25| 1 | 330 | 792|693 207 175|635 125 | [ 700 1 2 | 277 | 330 | 79 | 11.16 | 152

32 |1-1/4| 427 | 7.92 | 6.93 | 29.5 | 20.5 | 6.35 | 12.5 | 6000Lb

40 | 1-1/2| 48.8 | 892 | 7.80 | 34.0 | 25.5 | 7.14 | 12.5

6 1/8 6.4 6.7 19 6.35 25
8 1/4 8.1 10.2 22 6.60 33

50| 2 | 61.2110.92| 9.50 | 42.9 | 28.5 | 8.74 | 16.0 10 3/8 9.1 10.4 25 6.98 38

9000Lb 15 172 10.9 13.6 28 8.15 46

15| 1/2 | 21.8 | 9.35 | 8.18 | 64 | 1565 | 7.47 | 9.5

20 3/4 12.7 13.9 33 8.53 56
25 1 14.7 17.3 35 9.93 62

20| /4 [ 272|978 | 856 | 11.1 [ 19.0 | 782 | 125 | I3 T 7@ T 170 T 760 | 43 [ 7059 | 75

25| 1 33.9 | 11.38]| 9.96 | 156.2 | 20.5 | 9.09 | 12.5 40 1-1/2 17.8 18.4 44 11.07 84

32 | 1-1/4| 42.7 | 12.14| 10.62| 228 | 225 | 9.70 | 12.5 50 2 19.0 19.2 52 12.09 | 102

40 | 1-1/2| 48.8 | 12.70| 11.12| 28.0 | 25.5 | 10.15| 12.5 80 3 25.9 30.5 79 16.64 146

65 2-1/2 23.6 28.9 64 15.29 121

50 2 61.2 113.84|12.12| 38.2 | 28.5 | 11.07 | 16.0 100 4 277 33.0 79 18.67 152

(1)

@)

Average of socket Wall Thickness around periphery shall be no () Dimension B is minimum length of perfect thread. The length of

less than listed values. The minimum values are permitted in useful thread (B plus threads with fully formed roots and flat
localized areas. crests) shall not be less than L2 (effective length of external
Tolerance see page 20. thread) required by American National Standard for pipe

threads (ANSI/ASME B1.20.1) .
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ASME B16.11-2011 (Revision of ASME B16.11-2009)
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Dimensions are in millimeters. Dimensions are in millimeters.
Socket Welding Threaded
Nom. o qu. Length of Thread.
DN | Pipe | B®? p? | aA@ G J DN | Pipe (Min) A G H
Size (Avg) | (Min) (Min) | (Min) Size | g | o (Min)

S006L5 ZOZ‘OLb 1/8 6.4 6.7 21 3.18 22
6 | 1/8 | 10.8| 318|318 | 6.9 | 11.0 | 241 | 9.5 3 14 8.1 10.2 57 318 5
8| 1/4 | 142 | 3.78 | 330 | 9.3 | 11.0 | 3.02 | 9.5 10 3/8 9.1 10.4 25 3.18 25
10| 3/8 | 176 | 401 | 3.50 | 126 | 13.5 | 3.20 | 9.5 15 1/2 10.9 13.6 28 3.18 33
15| 172 | 21.8 | 467 | 409 | 158 | 155 | 373 | 9.5 gg 3;4 ;i; ;gzg gg g:;g jg
20| 3/4 | 272 | 490 | 427 | 21.0| 19.0 | 3.91 | 12.5 32 | 7-1/4 | 170 8.0 24 3.89 56
25| 1 |339|569|498|267|225| 455|125 40 | 1-12 | 178 18.4 51 4.01 62
32 | 1-1/4| 42.7 | 6.07 | 5.28 | 35.1 | 27.0 | 485 | 125 50 2 19.0 19.2 60 | 427 | 75
40 | 1-1/2| 48.8 | 6.35 | 554 | 409 | 32.0 | 5.08 | 12.5 gg 2';/ 2 gg:g gg:g ;g g:g; 79029
50| 2 61.2 | 6.93 | 6.04 | 525 | 38.0 | 5.54 | 16.0 100 4 27.7 33.0 106 6.55 146
65 |2-1/2| 73.9 | 876 | 7.67 | 627 | 41.0 | 7.01 | 16.0 3020Lb . " . — i =
80| 3 |898|952|830|780]|57.0]|762| 16.0 - 7 X 0.7 55 330 %
100 4 |[115.2|10.69| 9.35 | 102.3| 66.5 | 8.56 | 19.0 10 3/8 9.1 10.4 28 3.51 33
6000Lb 15 1/2 10.9 13.6 33 4.09 38
6| 178 | 108396343 40 | 110]315] 95 gg 3;4 ;i; ;5;:3 32 ;’:gg 7’52
8 | 114 | 14.2 | 460 | 4.01 | 6.4 | 135 | 3.68 | 9.5 3 [ 74 170 8.0 57 508 62
10| 3/8 | 17.6 | 5.03 | 4.37 | 9.2 | 155 | 401 | 9.5 40 | 1-12 | 17.8 18.4 60 5.56 75
15| 1/2 | 21.8 | 597 | 5.18 | 11.8 | 19.0 | 4.78 | 9.5 50 2 19.0 19.2 64 | 714 | 84
20| 3/4 | 272|696 | 6.04 | 156 | 22.5 | 556 | 12.5 gg 2';/ 2 gg:g ggg gg g: gj ;gf
25 1 33.9| 792|693 | 20.7 | 27.0 | 6.35 | 12.5 100 4 27.7 33.0 114 11.18 152

32| 1-1/4| 42.7 | 792 | 6.93 | 29.5 | 32.0 | 6.35 | 12.5 60201-13 — — — - — =
40 | 1-1/2] 488 | 892 | 7.60 | 340 | 380 | 7.14 | 125 T o = 22 6:6(5) 32
50| 2 61.2 | 10.92] 9.50 | 42.9 | 41.0 | 8.74 | 16.0 10 3/8 9.1 10.4 33 6.98 38
9000Lb 15 1/2 10.9 13.6 38 8.15 46
15| 1/2 | 21.8 | 935 | 818 | 6.4 | 255 | 7.47 | 9.5 20 | 54 | 127 | 139 | 44 | 853 | 56
25 1 14.7 17.3 51 9.93 62

20| 34 | 272|978 | 856 | 11.1 | 285 | 7.82 | 12.5 32 | 174 | 170 180 60 7059 | 75
25| 1 |339(11.389.96| 152 | 320 | 9.09 | 12.5 40 | 1-12 1 17.8 18.4 64 | 11.07 | 84
32 | 1-1/4| 42.7 | 12.14|10.62| 22.8 | 350 | 9.70 | 12.5 50 2 19.0 19.2 83 | 12.09 | 102
40 | 1-1/2| 48.8 | 12.70| 11.12| 28.0 | 38.0 | 10.15| 12.5 gg 2';/2 ggjg ggjg 19056 ;g:gz ;i;
50| 2 61.2 | 13.84|12.12| 38.2 | 54.0 | 11.07 | 16.0 100 4 27.7 33.0 114 18.67 152

(1)

2

Average of socket Wall Thickness around periphery shall be no

less than listed values.
localized areas.
Tolerance see page 20.

(%)

The minimum values are permitted in

Dimension B is minimum length of perfect thread. The length of
useful thread (B plus threads with fully formed roots and flat
crests) shall not be less than L2 (effective length of external
thread) required by American National Standard for pipe
threads (ANSI/ ASME B1.20.1) .
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CROSS

ASME B16.11-2011(Revision of ASME B16.11-2009)
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Dimensions are in millimeters Dimensions are in millimeters.
Socket Welding Threaded
Nom. o Nom. Length of Thread.
DN| Pipe | B@ p? AP J DN | Pipe (Min) A H
Size (Avg) | (Min) (Min) Size Bl
3000Lb 2000Lb
6 1/8 6.4 6.7 21 22
6 1/8 10.8 3.18 3.18 6.9 11.0 9.5 3 1/4 81 10.2 271 2>
8| 14 | 142 | 3.78 | 3.30 9.3 11.0 9.5 10 3/8 9.1 10.4 25 25
10 | 3/8 17.6 4.01 3.50 12.6 13.5 9.5 15 1/2 10.9 13.6 28 33
20 3/4 12.7 13.9 33 38
15| 172 21.8 4.67 4.09 15.8 15.5 9.5 25 7 147 17 3 38 16
20| 3/4 | 272 | 490 | 427 | 21.0 | 19.0 | 125 3> | 774 | 170 8.0 24 56
25 1 33.9 5.69 4.98 26.7 22.5 12.5 40 1-1/2 17.8 18.4 51 62
32 [1-174| 427 | 607 | 528 | 351 | 270 | 125 gg - 3/2 ;g-g ;g-g gg ;g
40 [ 1-1/2| 48.8 6.35 5.54 40.9 32.0 12.5 80 3 25.9 30.5 86 109
50 2 61.2 6.93 6.04 52.5 38.0 16.0 100 4 27.7 33.0 106 146
65 |2-1/2| 739 | 876 | 7.67 | 62.7 | 41.0 | 16.0 | 3000Lb
6 1/8 6.4 6.7 21 22
80 3 89.8 9.52 8.30 78.0 57.0 16.0 8 1/4 81 10.2 25 25
100| 4 115.2 | 10.69 | 9.35 | 102.3 | 66.5 19.0 10 3/8 9.1 10.4 28 33
6000Lb 15 1/2 10.9 13.6 33 38
20 3/4 12.7 13.9 38 46
6 1/8 10.8 3.96 3.43 4.0 11.0 9.5
25 1 14.7 17.3 44 56
10 | 3/8 17.6 5.03 4.37 9.2 15.5 9.5 40 1-1/2 17.8 18.4 60 75
15| 172 | 218 | 597 | 518 | 118 | 190 | 95 gg > 3/2 ;g-g ;Z-g g‘; 185’2
20| 3/4 27.2 6.96 6.04 15.6 22.5 12.5 80 3 259 305 95 121
25 1 33.9 7.92 6.93 20.7 27.0 12.5 100 4 27.7 33.0 114 152
32 |1-1/4| 427 | 792 | 693 | 295 | 320 | 125 | 6000Lh
6 1/8 6.4 6.7 25 25
40| 1-1/2| 48.8 8.92 7.80 34.0 38.0 12.5 8 174 81 10.2 28 33
50| 2 61.2 | 10.92 | 9.50 | 42.9 | 41.0 16.0 10 3/8 9.1 104 33 38
9000Lb 15 1/2 10.9 13.6 38 46
15| 172 | 218 | 935 | 818 | 64 | 255 | 95 20 | 34 12.7 13.9 44 56
25 1 14.7 17.3 51 62
20| 34 | 272 | 9.78 | 856 | 11.1 | 285 | 125 32 {172 170 180 60 75
25 1 33.9 11.38 | 9.96 15.2 32.0 12.5 40 1-1/2 17.8 18.4 64 84
32 |1-14| 42.7 | 1214 | 1062 | 22.8 | 350 | 125 gg > ?/2 ;g-g ;g-g gg ;g?
40 | 1-1/2| 48.8 12.70 | 11.12 | 28.0 38.0 12.5 30 3 259 305 106 146
50 2 61.2 13.84 | 12.12 | 38.2 54.0 16.0 100 4 27.7 33.0 114 152
(1) Average of socket Wall Thickness around periphery shall be no ) Dimension B is minimum length of perfect thread. The length of

2

less than listed values.
localized areas.

Tolerance see page 20.

The minimum values are permitted in

useful thread (B plus threads with fully formed roots and flat
crests) shall not be less than L2 (effective length of external
thread) required by American National Standard for pipe
threads (ANSI /ASME B1.20.1) .
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FULL COUPLING

ASME B16.11-2011 (Revision of ASME B16.11-2009)

B C
f L)
W
E
J 12| B
Dimensions are in millimeters. Dimensions are in millimeters.
Socket Weldin Threaded
oz ct Nom. | Length of Thread.
DN | Pipe | B@ p? | EP J DN | Pipe (Min) W D
Size (Avg) | (Min) (Min) Size | g» | 2@
3000Lb 3000Lb
6 1/8 10.8 | 3.18 | 3.18 | 6.9 6.5 9.5 6 1/8 6.4 6.7 32 16
SR W e Tes| (AN s | 02 | w ] 1
15 1/2 21.8 | 4.67 | 4.09 | 15.8 9.5 9.5 10 /8 91 10.4 38 22
20 | 34 | 27.2 | 490 | 427 | 21.0 | 95 | 125 e || e 10.9 13.6 48 28
25 1 339 | 569 | 498 | 26.7 | 125 | 125 20 | 3/4 12.7 13.9 51 35
32 1-1/4 | 42.7 | 6.07 | 5.28 | 35.1 | 1256 | 12.5 25 1 14.7 17.3 60 44
40 1-1/2 | 48.8 | 6.35 | 5.54 | 40.9 | 125 | 12.5 32 1-1/4 17.0 18.0 67 57
50 2 61.2 | 6.93 | 6.04 | 525 | 19.0 | 16.0 40 1-1/2 17.8 18.4 79 64
65 | 212 | 73.9 | 876 | 7.67 | 627 | 19.0 | 16.0 50 > 190 19.2 86 76
80 3 89.8 | 9.52 | 830 | 78.0 | 19.0 | 16.0
100 4 115.2 | 10.69 | 9.35 | 102.3| 19.0 | 19.0 G2 exll 23.6 28.9 92 92
6000Lb 80 3 25.9 30.5 108 108
6 1/8 10.8 | 3.96 | 3.43 4.0 6.5 9.5 100 4 27.7 33.0 121 140
8 1774 | 142 | 460 | 401 | 64 | 65 | 95 | eoooLb
10 3/8 17.6 | 5.03 | 4.37 9.2 6.5 9.5 6 1/8 6.4 6.7 32 22
15 1/2 21.8 | 597 | 518 | 11.8 9.5 9.5 8 1/4 8.1 10.2 35 25
20 3/4 27.2 | 6.96 | 6.04 | 15.6 9.5 12.5
25 1 33.9 | 792 | 693 | 20.7 | 125 | 125 10 /8 91 10.4 38 32
32 | 1-1/4 | 42.7 | 7.92 | 6.93 | 295 | 125 | 125 15 | 12 10.9 13.6 48 38
40 | 1-1/2 | 488 | 892 | 7.80 | 34.0 | 125 | 125 20 3/4 12.7 13.9 51 44
50 2 61.2 | 10.92 | 9.50 | 42.9 | 19.0 | 16.0 25 1 14.7 17.3 60 57
9000Lb 32 1-1/4 17.0 18.0 67 64
15 | 1/2 | 218|935 | 818 | 64 | 95 | 95 20 | 112 | 178 184 79 76
20 3/4 27.2 | 9.78 | 8.56 | 11.1 9.5 12.5 50 ) 19.0 19.2 6 92
25 1 339 | 11.38| 9.96 | 16.2 | 125 | 125
32 | 1-1/4 | 42.7 | 12.14| 10.62 | 22.8 | 125 | 125 | | .85 | 212 | 236 28.9 92 108
40 | 1-172 | 488 [ 1270 | 11.12| 280 | 125 | 125 80 3 259 30.5 108 127
50 2 61.2 | 13.84 | 12.12| 38.2 | 19.0 | 16.0 100 4 27.7 33.0 121 159
(1)  Average of socket Wall Thickness around periphery shall be no ) Dimension B is minimum length of perfect thread. The length of
less than listed values. The minimum values are permitted in useful thread (B plus threads with fully formed roots and flat
localized areas. crests) shall not be less than L2 (effective length of external
(2) Tolerance see page 20. thread) required by American National Standard for pipe
(3)  Reducer: "C, J, E" in accordance with large size. threads (ANSI/ ASME B1.20.1) .

"D" in accordance with small size.
The others in accordance with each size.
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HALF COUPLING

ASME B16.11-2011(Revision of ASME B16.11-2009)

A ( /
J
|
F A W/2
L2 B
| / | ) | )
Dimensions are in millimeters Dimensions are in millimeters.
Socket Weldin Threaded
Nom. o Nom. Length of Thread.
DN | Pipe | B@ p? | @ J DN | Pipe (Min) w D
Size (Avg) | (Min) (Min) Size B | L2(*)
3000Lb 3000Lb
6 1/8 10.8 | 3.18 | 3.18 6.9 16.0 9.5 6 1/8 6.4 6.7 32 16
o[ 5 [irs [eor [ asoias e oe] ot | 21 | 02 | o5 | 10
7. ) 5 ] 75| 95
15 12 | 21.8 | 467 | 409 | 158 | 225 | 9.5 10 | 38 91 104 38 22
20 | 34 | 272 | 490 | 427 | 210 | 240 | 125 15 | 172 10.9 13.6 48 28
25 1 339 | 569 | 498 | 26.7 | 285 | 125 20 3/4 12.7 13.9 51 35
32 | 1-1/4 | 427 | 6.07 | 528 | 351 | 300 | 125 25 1 14.7 17.3 60 44
40 | 1-1/2 | 488 | 6.35 | 554 | 409 | 320 | 125 32 | 1-1/4 17.0 18.0 67 57
50 2 61.2 | 6.93 | 6.04 | 525 | 41.0 | 16.0 20 | 1-12 178 18.4 79 64
65 | 2-1/2 | 739 | 876 | 7.67 | 627 | 43.0 | 160 = Z 00 02 s -
80 3 89.8 | 952 | 830 | 78.0 | 445 | 16.0
100 | 4 | 1152|1069 935 | 1023 480 | 190 | |82 | 212 | 236 28.9 92 92
G000Lb 80 3 25.9 30.5 108 108
6 1/8 | 108 | 396 | 343 | 40 | 160 | 95 100 4 27.7 33.0 121 140
8 1/4 14.2 | 4.60 | 4.01 6.4 16.0 9.5 6000Lb
10 3/8 17.6 | 5.03 | 4.37 9.2 17.5 9.5 6 1/8 6.4 6.7 32 22
15 172 | 21.8 | 597 | 518 | 11.8 | 225 | 9.5 3 Py 8.1 10.2 35 Py
20 | 34 | 272|696 | 604 | 156 | 240 | 125
25 1 339 | 792|693 | 207 | 285 | 125 0| &k 91 10.4 38 <2
32 | 1-1/4 | 42.7 | 7.92 | 6.93 | 295 | 300 | 125 5| 172 70.9 13.6 48 38
40 | 1-1/2 | 488 | 892 | 7.80 | 34.0 | 320 | 125 20 3/4 12.7 13.9 51 44
50 2 61.2 | 10.92| 9.50 | 42.9 | 41.0 | 16.0 25 1 14.7 17.3 60 57
9000Lb 32 | 1-1/4 17.0 18.0 67 64
15 172 | 218 | 935 | 818 | 6.4 | 225 | 9.5 20 | 112 178 18.4 79 76
20 | 34 | 272|978 | 856 | 11.1 | 240 | 125
25 1 339 [ 11.38] 996 | 152 | 285 | 125 50 2 19.0 19.2 86 92
32 | 1-1/4 | 42.7 | 12.14 | 10.62 | 228 | 30.0 | 125 65 | 21/2 | 236 28.9 92 108
40 | 1-1/2 | 488 | 1270 | 11.12| 28.0 | 320 | 125 80 3 25.9 30.5 108 127
50 2 61.2 | 13.84 | 12.12] 38.2 | 41.0 | 16.0 100 4 27.7 33.0 121 159

(1)

less than listed values.

localized areas.

2

Average of socket Wall Thickness around periphery shall be no
The minimum values are permitted in

Tolerance see page 20.

1 Dimension B is minimum length of perfect thread. The length of

useful thread (B plus threads with fully formed roots and flat
crests) shall not be less than L2 (effective length of external
thread) required by American National Standard for pipe
threads (ANSI/ASME B1.20.1) .
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CAP

ASME B16.11-2011 (Revision of ASME B16.11-2009)

D
| . |
K / G /
| |
J P — I
" Q / —
— L2
Dimensions are in millimeters. Dimensions are in millimeters.
Socket Welding Threaded
Nom. ) Nom. | Length of Thread.
DN | Pipe B® © K J DN | Pipe (Min) P D G
Size (Avg) | (Min) (Min) (Min) Size g | o (Min)
3000Lb 3000Lb
6 1/8 10.8 3.18 3.18 4.8 9.5 6 1/8 6.4 6.7 19 16 4.8
8 1/4 142 | 378 | 3.30 4.8 9.5 E v Py 0.2 25 e 18
10 3/8 17.6 | 4.01 3.50 4.8 9.5
15 | 12 | 21.8 | 467 | 409 | 64 | 95 10 | 38 <L L | 22 = | we
20 3/4 27.2 | 490 | 427 6.4 12.5 15 1/2 10.9 13.6 32 28 6.4
25 1 339 | 569 | 498 9.6 12.5 20 3/4 12.7 13.9 37 35 6.4
32 | 1-14 | 427 | 6.07 | 5.28 9.6 12.5 25 1 14.7 17.3 41 44 9.7
40 | 1-1/2 | 488 | 635 | 554 11.2 12.5 — ... BT = v = a7
50 2 61.2 | 693 | 6.04 127 | 16.0
65 | 2121 739 | 876 | 767 | 157 | 760 40 | 1-1/2 | 17.8 18.4 44 64 11.2
80 3 89.8 | 9.52 | 830 19.0 16.0 50 2 19.0 19.2 48 76 12.7
100 4 115.2 | 1069 | 9.35 | 224 19.0 65 | 2-1/2 | 236 28.9 60 92 15.7
6000Lb 80 3 25.9 30.5 65 108 | 19.0
6 1/8 10.8 | 396 | 343 6.4 9.5 P ; 277 3.0 P 20 | 224
8 1/4 14.2 | 460 | 4.01 6.4 9.5
10 | 38 | 176 | 503 | 437 | 64 9.5 6000Lb
15 1/2 218 | 597 | 5.18 7.9 9.5 8 1/4 8.1 10.2 27 25 6.4
20 3/4 272 | 696 | 6.04 7.9 12.5 10 3/8 9.1 10.4 27 32 6.4
25 1 33.9 7.92 6.93 11.2 12.5 15 1/2 10.9 13.6 33 38 7.9
32 | 1-14 | 427 | 792 | 693 11.2 12.5 20 34 127 13.9 38 44 79
40 | 1-1/2 | 488 | 892 7.80 127 | 125
50 2 61.2 | 10.92 | 9.50 15.7 | 16.0 22 ! 14.7 L i 57 7.2
9000Lb 32 | 1-14 | 17.0 18.0 46 64 11.2
15 1/2 21.8 | 9.35 | 818 11.2 9.5 40 | 1-12 | 17.8 18.4 48 76 12.7
20 3/4 27.2 9.78 8.56 12.7 12.5 50 2 19.0 19.2 51 92 15.7
25 | 7 | 339 | 1138 | 996 | 742 | 125 65 | 212 | 236 | 289 | 64 | 108 | 19.0
32 | 1-14 | 42.7 | 12.14 | 10.62 | 14.2 12.5
40 | 1-1/2 | 48.8 | 1270 | 11.12 | 157 | 125 80 3 25.9 30.5 68 127 | 224
50 2 61.2 | 1384 | 1212 | 190 | 160 100 4 2r.7 33.0 75 159 | 284

(1) Average of socket Wall Thickness around periphery shall be no
The minimum values are permitted in

less than listed values.
localized areas.
(2) Tolerance see page 20.

(%)

Dimension B is minimum length of perfect thread. The length of

useful thread (B plus threads with fully formed roots and flat

crests) shall not be less than L2 (effective length of external

thread) required by American National Standard for pipe

threads (ANSI/ASME B1.20.1) .
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SQUARE HEAD & ROUND HEAD PLUG

ASME B16.11-2011(Revision of ASME B16.11-2009)

E
C
B
—— D I
A — —=
¢
S —
—
Dimensions are in millimeters. Dimensions are in millimeters.
Square Head Plug Round Head Plug
DN Nom: Pipe A B C DN Nom: Pipe E D
Size (Min) (Min) (Min) Size (Nom.) (Min)
6 1/8 10 6 7.15 6 1/8 10 35
8 1/4 11 6 9.55 8 1/4 14 41
10 3/8 13 8 11.11 10 3/8 18 41
15 172 14 10 14.29 15 172 21 44
20 3/4 16 11 15.88 20 3/4 27 44
25 1 19 13 20.64 25 1 33 51
32 1-1/4 21 14 23.81 32 1-1/4 43 51
40 1-1/2 21 16 28.58 40 1-1/2 48 51
50 2 22 18 33.341" 50 2 60 64
65 2-1/2 27 19 38.10 65 2-1/2 73 70
80 3 28 21 42.86 80 3 89 70
100 4 32 25 63.50 100 4 114 76
(1) ASMEB16.11-2011 SIZE 2" DATA"C", WE CONVERT INCH DATAINTO MILLIMETERS.
DIMENSIONAL TOLERANCE OF ASME B16.11
ASME B16.11-2011 Unit : mm
Size
Type of
e pipe fitting DN 68 10 to 20 25 to 50 65 to 100
NPS 1/8 to 1/4 3/8 to 3/4 1to 2 2-1/2to 4
Bore diameter of socket (B) +0.4 +0.4 +0.4 +0.5
—0.0 — 0.0 —0.0 —0.0
Bore diameter of fitting (D) Al types of +0.7 +0.7 +0.7 +1.4
Concentricity of bore (X) pipe fittings + 0.8
Coincidence of axes (Y) 1/200 Max
45° 90° Elbow
Center to bottom of socket (A) Tee, Cross +1.0 +1.5 +20 +25
Bottom to bottom of socket (E) Full Coupling +1.5 + 3.0 +4.0 +50
Bottom to socket to opposite face (F) Haif Coupling +1.0 +1.5 +20 +25
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%

HEX HEAD PLUG & BUSHING

ASME B16.11-2011 (Revision of ASME B16.11-2009)

H
A
Dimensions are in millimeters. Dimensions are in millimeters.
Hex Head Plug Hex Head Bushing
DN Nom. Pipe A F H DN Nom. Pipe A F G
Size (Min) (Nom.) (Min) Size (Min) (Nom.) (Min)
6 1/8 10 11.11 6 8 1/4 11 15.88 3
8 14 1 15.88 6 10 3/8 13 17.46 4
10 3/8 13 17.4 8
6 15 1/2 14 22.23 5
15 1/2 14 22.23 8
20 3/4 16 26.99 6
20 3/4 16 26.99 10
25 1 19 34.93 6
25 1 19 34.93 10
32 1-1/4 21 44.45 7
32 1-1/4 21 44.45 14
40 1-1/2 21 50.80 8
40 1-1/2 21 50.80 16
50 2 29 63.50 18 50 2 22 63.50 9
65 2-1/2 27 76.20 19 65 2-1/2 27 76.20 10
80 3 28 88.90 21 80 3 28 88.90 10
100 4 32 117.48 25 100 4 32 117.48 13

(1) CAUTIONARY NOTE REGARDING HEX BUSHINGS.

Hex Head Bushings of one-size reduction should not be used in

services where they might be subject to harmful loads and

forces than internal pressures.
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SIREET EIBOW

ASME B16.11-2011(Revision of ASME B16.11-2009)

)
: M
Y _
AN
—~
L
— g -
Dimensions are in millimeters.
. (1) (2) (2)
DN NOI;'II:ZI;’IPG H A J (A(j/z; ) ((ifin ) (AB;in ) 5I\fm ) (/\;n )
3000Lb
6 1/8 19 19 25 3.18 2.74 6.4 6.7 10.0
8 1/4 25 22 32 3.30 3.22 8.1 10.2 11.0
10 3/8 32 25 38 3.51 3.50 9.1 10.4 13.0
15 1/2 38 28 41 4.09 4.16 10.9 13.6 14.0
20 3/4 44 35 48 4.32 4.88 12.7 13.9 16.0
25 1 51 44 57 4.98 5.56 14.7 17.3 19.0
32 1-1/4 62 51 66 5.28 5.56 17.0 18.0 21.0
40 1-1/2 70 54 71 5.56 6.25 17.8 18.4 21.0
50 2 84 64 84 7.14 7.64 19.0 19.0 22.0
6000Lb

6 1/8 25 22 32 5.08 4.22 6.4 6.7 10.0
8 1/4 32 25 38 5.66 5.28 8.1 10.2 11.0
10 3/8 38 28 41 6.98 5.59 9.1 10.4 13.0
15 1/2 44 35 48 8.156 6.53 10.9 13.6 14.0
20 3/4 51 44 57 8.53 6.86 12.7 13.9 16.0
25 1 62 51 66 9.93 7.95 14.7 17.3 19.0
32 1-1/4 70 54 71 10.59 8.48 17.0 18.0 21.0
40 1-1/2 84 64 84 11.07 8.89 17.8 18.4 21.0
50 2 102 83 105 12.09 9.70 19.0 19.0 22.0

(1) Wall thickness before threading.
(2) Dimension B is minimum length of perfect thread. The length of useful thread (B plus threads with fully formed roots and flat crests) shall
not be less than L2 (effective length of external thread) required by American National Standard for pipe threads (ANSI/ ASME B1.20.1)
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45°
Dimensions are in millimeters. Dimensions are in millimeters.
Socket weld Threaded
Nom. Pipe B J C Nom. Pipe L2
Size § PN (Min) b (Min) F (Min) Size i N D w (Min)
3000Lb 3000Lb
1/8 6 10.7 6.8 10.0 28.0 3.2 1/8 6 16.0 38.0 6.70
1/4 8 14.1 9.2 100 | 320 | 3.3 1/4 8 19.0 41.0 10.21
3/8 10 | 176 | 125 | 11.0 | 340 | 35 3/8 10 22.0 45.0 10.36
1/2 15 | 21.8 | 155 | 130 | 380 | 4.1 1/2 15 29.0 51.0 13.56
3/4 20 | 274 | 210 | 130 | 380 | 43 L L £l il 13.86
1 25 | 341 | 265 | 160 | 350 | 50 ! 25 45.0 S1.0 17.34
1-1/2 40 49.0 40.5 19.0 32.0 5.6 1-1/2 40 64.0 51.0 16.36
2 50 76.0 51.0 19.22
2 50 61.0 52.0 22.0 29.0 6.1 2.1/2 65 95.0 51.0 28.89
2-1/2 65 73.8 62.0 22.0 29.0 7.7 3 80 110.0 57.0 30.48
3 80 89.7 78.0 22.0 29.0 8.3 4 100 140.0 64.0 33.02
6000Lb 6000Lb
1/2 15 21.8 11.8 13.0 | 38.0 5.2 1/8 6 22.0 38.0 6.70
3/4 20 27.4 15.5 13.0 38.0 6.1 1/4 8 26.0 41.0 10.21
1 25 | 341 | 207 | 160 | 350 | 7.0 3/8 10 32.0 45.0 10.36
1172 | 40 | 490 | 340 | 190 | 320 | 738 s il £SO ili0 i
3/4 20 45.0 51.0 13.86
2 50 61.0 43.0 22.0 29.0 9.5 1 25 60.0 51.0 17 34
2-1/2 65 | 738 | 54.0 | 220 | 29.0 | 104 1-1/2 40 26.0 510 18.38
S 80 89.7 66.0 22.0 29.0 12.2 2 50 95.0 51.0 19.22
DIMENSIONAL TOLERANCE OF BS3799
BS3799-1974 Unit: mm
S it DN 6~8 10~20 25~50 65~80
ftem L S NPS| 1/8"~1/4" | 3/8"~3/4" 1"~2" 2-1/2"~3"
Concentricity of bore (X) #+0.8
All fittings
Coincidence of axes (Y) 7 1/200
Bore diameter of fitting (b) Boss & Hex Nipple 704 70.8
Bottom of socket to opposite face Boss +0.8 +1.5 +2.0 +2.5
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BS3799-1974

| W |

F cC, E

W

T A

FULL SIZE REDUCING SIZE
Dimensions are in millimeters.
Nominal Size
b
Eaqual Reduci A w E © F
qua eaucing (Min) (Min) (Min) (Min) (Min)

In | DN In DN a2 | e
1/8 (6) - — 11 26 10 5 2 6 —
1/4 (8) — — 15 36 15 8 6 6 —
= = 1/4 x 1/8 (8 x 6) 15 31 15 ) 2 6 10
3/8 (10) — — 18 40 16 11 8 8 —
— — 3/8 x 1/4 (10 x 8) 18 39 16 8 6 8 15
1/2 (15) = = 22 48 20 14 11 8 =
— - 1/2 x 3/8 (15 x 10) 22 44 20 11 8 8 16
— — 1/2 x 1/4 (15x 8) 22 43 20 8 6 8 15
3/4 (20) = = 27 52 21 19 13 10 —
— - 3/4 x 1/2 (20 x 15) 27 50 21 14 11 9 20
— - 3/4 x 3/8 (20 x 10) 27 46 21 11 8 9 16
1 (25) — — 35 60 25 24 17 10 —
— — 1 x 3/4 (25 x 20) 35 56 25 19 13 10 21
— - 1x1/2 (25 x 15) 35 55 25 14 11 10 20
1-1/2 (40) — — 50 68 26 38 30 16 —
= = 1-1/2 x 1 (40 x 25) 50 67 26 24 17 16 25
— - 1-1/2 x 3/4 (40 x 20) 50 63 26 19 13 16 21
= = 1-1/2 x 1/2 (40 x 15) 50 62 26 14 11 16 20
2 (50) — — 62 71 27 49 39 17 —
— - 2x1-1/2 (50 x 40) 62 70 27 38 30 17 26
- — 2x1 (50 x 25) 62 70 27 24 17 18 25
= = 2 x 3/4 (50 x 20) 62 65 27 19 13 17 21
— - 2x1/2 (50 x 15) 62 65 27 14 11 18 20

(1) Tolerance see page 23.

(2) 3M & 6M symbols denote 3000 & 6000 classes.
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THREADED END UNION

MSS SP-83-2014

G_F —
f = I
H-Thrd's — D A N
Minimum 4 Full Thrd's {
Engagement Class 2A /2B Fit ‘
\
ANSI B1.1 — |
J—
_1 1
—t} I_ —
3000Lb Dimensions are in millimeters.
Pipe End Wall Water Way Male Nut Thrds. Per | Bearing Length Clear
Nom. Bore Flange 25.4mm Assem. Assem.
Pipe Nom. Nut
Size (Min) (Min) (Min) (Min) (Min)
A C D F G H J L N
8.43
1/8 14.7 2.41 6.43 3.18 3.18 16 1.24 41.4 50.8
11.13
1/4 19.0 3.02 0.45 3.18 3.18 16 1.24 41.4 50.8
3/8 22.9 3.20 ;;2: 3.43 3.43 14 1.37 46.0 55.9
17.86
1/2 27.7 &7 3.68 3.68 14 1.50 49.0 58.4
17.07
3/4 33.5 3.91 23.01 4.06 4.06 11 1.68 56.9 66.0
21.39
28.98
1 41.4 4.55 27 74 4.57 4.45 11 1.85 62.0 78.7
37.69
1-1/4 50.5 4.85 35.36 5.33 5.21 10 2.13 71.1 94.0
1-1/2 57.2 5.08 43.54 5.84 5.59 10 2.31 76.5 111.8
41.20
2 70.1 5.54 55.58 6.60 6.35 10 2.69 86.1 132.1
52.12
2-1/2 85.3 7.01 e/ 7.49 7.11 8 3.07 102.4 149.9
64.31
3 102.4 7.62 ?igg 8.26 8.00 8 3.53 109.0 175.3

(1) Upper and lower values for each size are the respective maximum and minimum dimensions.
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SOCKET WELD END UNION

MSS SP-83-2014
~et- I_ —
fGJG: T T
C
\ —_—
!
/ N
i T
H-Thrd's I — DBA N
Minimum 4 Full Thrd's L
Engagement Class 2A /2B Fit | NI
\
ANSI B1.1 E— i
J
3000Lb Dimensions are in millimeters.
Pipe Socket | Socket | Water | Laying | Male Nut Thrds. |Bearing| Depth | Length | Clear
Nom. End Bore Wall Way | Length | Flange Per of Assem. | Assem.
Pipe Dia. Bore 25.4mm Socket | Nom. Nut
Size (Min) (Min) (Min) (Min) (Min) (Min)
A B" C B = F G H J K L N
11.18 7.59 22.4
1/8 21.8 10.67 3.18 6.07 19.1 3.18 3.18 16 1.24 9.7 41.4 50.8
14.61 10.01 22.4
1/4 21.8 14.10 3.30 8.48 19.1 3.18 3.18 16 1.24 9.7 41.4 50.8
18.03 13.28 26.9
3/8 25.9 17 53 3.51 11.76 20.6 3.43 3.43 14 1.37 9.7 46.0 55.9
22.23 16.56 26.9
1/2 31.2 2172 4.09 15.04 20.6 3.68 3.68 14 1.50 9.7 49.0 58.4
27.56 21.69 31.8
3/4 37.1 2705 4.27 20.17 25.4 4.06 4.06 11 1.68 12.7 56.9 66.0
34.29 27.41 34.3
1 45.5 33.78 4.98 25.88 26.2 4.57 4.45 11 1.85 12.7 62.0 78.7
43.05 35.81 40.6
1-1/4 54.9 4255 5.28 34.29 325 5.33 5.21 10 2.13 12.7 71.1 94.0
49.15 41.66 42.2
1-1/2 61.5 48.64 5.54 40.13 340 5.84 5.59 10 2.31 12.7 76.5 111.8
61.62 53.26 45.5
2 75.2 61.11 6.05 5174 373 6.60 6.35 10 2.69 15.7 86.1 132.1
74.45 64.24 61.7
2-1/2 91.7 73.81 7.67 61.19 52 1 7.49 7.11 8 3.07 15.7 102.4 149.9
90.42 79.45 63.8
3 109.2 89.79 8.31 76.40 53.6 8.26 8.00 8 3.563 15.7 109.0 175.3

(1) Upper and lower values for each size are the respective maximum and minimum dimensions.
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THREADED END UNION

MSS SP-83-2014

H-Thrd's — D A N
Minimum 4 Full Thrd's | | {
Engagement Class 2A /2B Fit i
ANSI B1.1 T .
J—
N B
— L e
6000Lb Dimensions are in millimeters.
Pipe End Wall Water Way Male Nut Thrds. Per | Bearing Length Clear
Nom. Bore Flange 25.4mm Assem. Assem.
Pipe Nom. Nut
Size (Min) (Min) (Min) (Min) (Min)
A C ol F G H J L N
8.43
1/8 16.5 3.156 3.20 3.18 3.18 16 1.24 41.4 50.8
11.13
1/4 21.1 3.68 559 3.43 3.43 14 1.37 46.0 55.9
3/8 25.1 4.01 184'3267 3.68 3.68 14 1.50 49.0 58.4
1/2 31.0 4.78 17.86 4.06 4.06 11 1.68 56.9 66.0
11.02
3/4 37.8 5.56 23.01 4.57 4.45 11 1.85 62.0 78.7
14.78
28.98
1 46.2 6.35 19.94 5.3 5.21 10 2.13 71.1 94.0
1-1/4 54.9 6.35 37.69 5.84 5.59 10 2.31 76.5 111.8
28.70
43.54
1-1/2 62.5 7.14 3322 6.60 6.35 10 2.69 86.1 132.1
55.58
2 77.7 8.74 42,09 7.49 7.11 8 3.07 102.4 149.9
2-1/2 92.2 9.53 gg;: 8.26 8.00 8 3.53 109.0 175.3
3 111.3 11.13 ié'gg 10.19 10.19 8 4.06 1587 200.7

(1) Upper and lower values for each size are the respective maximum and minimum dimensions.
(2) This length size is 158mm by BothWell standards, and the actual length is 190.5mm from MSS SP-83 2014.




CREATIVE PIPING SOLUTIONS PRIVATE LIMITED

Web: www.creativepiping.com | Mail; export@creativepiping.com

SOCKET WELD END UNION

MSS SP-83-2014
Bl I_ —
rGJG: LT 1
C
\ —
Y
i 1
H-Thrd's — T 7+ —T1T DBA N
Minimum 4 Full Thrd's L
Engagement Class 2A /2B Fit | N
\
ANSI B1.1 ] ;
J—-
6000Lb Dimensions are in millimeters.
Pipe Socket | Socket | Water | Laying | Male Nut Thrds. | Beaning| Depth | Length | Clear
Nom. End Bore Wall Way | Length | Flange Per of Assem. | Assem.
Pipe Dia. Bore 25.4mm Socket | Nom. Nut
Size (Min) (Min) (Min) (Min) (Min) (Min)
A B c o E™ F G H J K L N
11.18 4.80 224
1/8 21.8 10.67 3.43 3.20 19.1 3.18 3.18 16 1.24 9.7 41.4 50.8
14.61 7.11 26.9
1/4 25.9 14.10 4.01 5.59 20.6 3.43 3.43 14 1.37 9.7 46.0 55.9
18.03 9.88 26.9
3/8 31.2 17 53 4.37 8.36 20.6 3.68 3.68 14 1.50 9.7 49.0 58.4
22.23 12.55 31.8
1/2 37.1 2179 5.18 11.02 25.4 4.06 4.06 11 1.68 9.7 56.9 66.0
27.56 16.31 34.3
3/4 45.5 2705 6.05 14.78 26.2 4.57 4.45 11 1.85 12.7 62.0 78.7
34.29 21.46 40.6
1 54.9 33.78 6.93 19.94 325 8,33 5.21 10 2.13 12.7 71.1 94.0
43.05 30.23 42.2
1-1/4 61.5 42 55 6.93 28.70 340 5.84 5.59 10 2.31 12.7 76.5 111.8
49.15 34.75 45.5
1-1/2 75.2 48.64 7.80 33.22 373 6.60 6.35 10 2.69 12.7 86.1 132.1
61.62 43.61 61.7
2 91.7 61.11 9.50 4209 52 1 7.49 7.11 8 3.07 15.7 102.4 149.9
74.45 54.74 63.8
2-1/2 109.2 73 81 10.39 53 21 536 8.26 8.00 8 3.53 15.7 109.0 175.3

(1) Upper and lower values for each size are the respective maximum and minimum dimensions.







